Electricals

Galvanised Iron Conduit & EMT Fittings

Brass & Copper Wiring & Earthing Accessories.




EMT Fittings _

Lock Nuts

Material - Mild Steel Finishes - Electro Galvanised

| size [1727] 37|17 |1 18| 1% | 22| 29| 37| 4] &7
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Hangers “\

Material - Mild Steel with 1 Steel Nur & Bolt Finishes - Electro Galvanised

| Size |1." "| 3/ "| e | w‘“ﬁf —
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G:1. Conduit Accessories

Junction Boxes - Curcular Small & Large All sizes are available in Back Out & Loopin Box
Material :- Pig Iron/Malleable " :
Finishes  :- Hot Dipp, Electro Galvanised %gmm % " M
& Black Enamel 32 11/4” Material : Pig Iron

F -hame mm 10 Finish : Hot Dipp, Electro Galvanised & Black Enamel
60.3mm Internal Diameter x 25.4mm Deep Tapped ggmm 1 22" Loopin Box
M4 in mm Sizes & 2BA in imperial Sizes of 50.3mm mm Material : Pig Iron/Mild Steel
with Tapped Hole in base for earthing Screw. Finish : Hot Dipp, Electro. Galvanised & Black Enamel
Supplied without covers & Screw unless ordered. Also available with & without knockont in 34" & 20mm.

1 Way Terminal Back Outlet i
Size  :- 20mm & 3/4” il
- 25mm & 1" =
U-186
2 Way Through Loopin Box One Hole

Size :- 20mm & 3/4”

= 25mm & 1"
U-182
Angle Loopin Box Two Hole
. ) Size  :- 20mm & 3/4”
W Vv ‘- 25mm & 1"
U-183
3 Way (Tee) Loaopin Box Three Hole
Size  :- 20mm & 3/4”
- 25mm & 1”
4 Way (Intersection) Loopin Box Four Hole

Size :- 20mm & 3/4”
= 25mm & 1”




G.I Conduit Accessories

Plain Saddle
Material - Mild Steel Finishes - Electro Galv., Black Enamel, Hot Dipp. Galv.
Size 16mm 20mm 25mm | 32mm | 40mm | 50mm
5/8” 314" i 11/4” ] %" 2"
Spacer Bar Saddle
Material - Mild Steel Finishes - Electro Galv., Black Enamel, Hot Dipp. Galv.
S 16mm 20mm 25mm 32mm | 40mm 50mm
5/8” 314" 12 11/4” 1%” 2"
Saddle Clamp -Half
Material - Mild Steel Finishes - Electro Galv.,, Black Enamel, Hot Dipp. Galv.
S 16mm 20mm 25mm 32mm | 40mm 50mm
5/8” 3/14” i i 11/4” 1 %" 2"

Hospital Saddle (Distance)

Material - Pig Iron, Malleable Finishes - Electro Galv., Black Enamel, Hot Dipp. Galv.

20mm 25mm 32mm
3/4” 1" 11/4"

Size

Extension Rings

Material - Steel, Malleable Finishes - Electro Galv., Black Enamel, Hot Dipp. Galv.

20mm 25mm 32mm 40mm 50mm

314" 1" 11/4” 1% 2"

Size




U-101

G.1 Conduit Accessories

Coupling (Socket)
Material - Steel Finishes - Electro Galv., Black Enamel, Hot Dipp. Galv.
5 20mm 25mm 32mm | 40mm | 50mm
Size
3.' ” 1!! 1 1," ”n 1 'Ilel 2"

Nipples (Outer Threads)

Material - Steel Finishes - Electro Galvanised

" 20mm 25mm 32mm | 40mm | 50mm
- 3/14” 1” 11/4” 1% i
Locknut Hexagonal
Material - Mild Steel Finishes - Electro Galvanised, Black Enamel
Sha 20mm | 25mm | 32mm | 40mm | 30mm | 63mm | 75mm
3/4" i 11/4” 1%" 27 s -
Lock Ring Round
Material - Mild Steel Finishes - Self Colour, Electro Galvanised
Skie 20mm 25mm 32mm 40mm | S0mm
3147 1 11/4” 1% 2"
Ball & Socket
Material - Pig Iron Finishes - Hot Dipp. Galv., Electro Galvanised
Sk 20mm 25mm
3/4” 1”




G:1. Conduit Accessories

- 4

Insert Clips, Steel \ ‘U’ Clamp
3 Size - 3/4” & Size - 3"x5"x4"
Finish - Galvanised 4”x6"x4"
Material :- Mild Steel 6”x8"x6"
Finish :- Galvanised
U-230 ® 4 Material :- Mild Steel
N\
Crampets ' Flanged Coupler
Size e D J Size = 20mm
( " 25mm 4 : - ol
U Finish :- Black Finish :- Black Enamel
*  Gabmanissd U-110 Electr_o Galv.
Material :- Mild Steel Iran Coupler with Brass Hot Dipp. Galv.
U-461 Male Bush & Lead Washes
Reducer Adoptors With Nuts
Size Size
25x20mm  1"x3/4” > P 3/14” 20mm
32x25mm  11/4"x1” 5 [ 25mm
40x32mm 1 %"x1 1/4” 1l 11/4”  32mm
50x40mm  2"x1 %" W | Rl | 1 %" 38mm
50x20mm  2"x3/4” R e 2" 50mm
50x25mm  2"x1" AN
50x32mm  2"x1 1/4" - S Sy
40x20mm 1 %"x3/4” Material : Aluminium
40x25mm 1%"x1” Zi_nc Pressure
32x20mm 1 1/4"x3/4" Diecast
U-471 222
Material :- Steel, Brass

s Thickness available 0. 5mm/0, 6 5mm/ 0. 8mm/
SWltCh & Socket BGI 0. Qoo T/ 1. 2mm in all the sizes.
Size Code 3 , ; ;
Alse Available with adjustable
;g:: : ;gﬁm : ;g$m E'gg :g Lugs & with Brass Terminal,
70mm x 70mm x 35mm U-82 Re
70mm x 70mm x 47mm U-65 Re
130mm x 70mm x 25mm U-72 Re
130mm x 70mm x 35mm U-92 Re
130mm x 70mm x 47mm U-95 Re
Metric Size
3" x 3 U-45 Re
6" x 3" U-46 Re

Material :- Pre Galvanised Steel



G.1. Conduit Accessories

Elbow, Tee & Bends Hook Cover & Dome Cover
Material :-Pig Iron & Cover Steel. Material :- Cast Iron, Mild Steel, Alu.
Finishes :-Hot Dip Galvanised, & Zinc.

Electro Galvanised, Finishes :- Hot Dipp. Galvanised,

Black Enamel Electroplated, Black Enamel

Sizes of Tee, Elbow & Bend are available in

20mm 3/4”
25mm 1» I Hook Cover
32mm | 11/4”
40mm 1%"
50mm 2"
Elbow Insp.
@ @ | Dome Cover .
Vv & 4 - 20MM \
4 17 - 25MM !
-364
U-288
Material:- Mild Steel 0.8/1mm to 1.20mm
: ) ) Finish:= Galvanised & Black Enamel
! e % | Teelnsp. Round Cover
e Also in Over Lapping
- g \tgﬁ;/
U-364 U-567
Material:- Mild Steel
Finish:- Galvanised S. Black Enamel
E Bend Insp. Cover -~
~ V4 Size available in 2
3” x 3!’ *
61’ x 3“ i
U-363 U-568
Q
)
— Normal Bend Solid Jack Chain No. 10 QU
e .Y
% / NG Internal Thread Size available in \-\.i\
S e 1 Meter A~
Material : Steel 2 Meter ‘\
3 Meter e
U-141 U-569 =



EMT Fittings

Compression Couplings
Material - Die Cast Zinc Alloy Finishes - Self Celour, Electre Galv.

[8ize | 42 | 340 | 47 [ | 4wy | 2

EMT Compression Couplings
Material - Die Cast Zinc Alloy Finishes - Self Colour, Electro Galv.

size | 122 | 34 | 1 | 114 | 1w | 2

Flex Connector
Material - Die Cast Zine Alloy Finishes - Self Colour, Electro Galv.

| size [ 12 314" 1 |1 | 1w | 2

Clamp Connector
Material - Die Cast Zine Alloy Finishes - Self Colour, Electro Galv.

|size | a2 314" r [ 1 [ 1w [ 2

Swivel Ring HW Standard

Material - Mild Steel Finishes - Electro Galvanised

[size [12[3@ v 11w ]1%] 2 [2w]3]e]

U-301




EMT Fittings

Set Screw Coupling
Material - Die Cast Zinc Alloy Finishes - Self Colour, Electro Galv.
[size | 122 | 3w ol ane ]| &
Set Screw Connector
Material - Die Cast Zinc Allay Finishes - Self Colour, Electro Galv.
[size | 122 | 3w e AET A
Ground Clamps
Material - Die Cast Zinc Alloy Finishes - Self Colour, Electro Galw.
[size [ 2» | s 1
EMT Bushing
Material - Die Cast Zinc Alloy Finishes - Self Colour, Electro Galv.
| Size | 1’( ” | 3! 2 1n |

Available with 2 Screw also

Reducer

Material - Steel /Brass

314" x 1/2" 2" x 1/2" Fx2
1!! ® 1;2ll 2!! ® 1 1! " 3!) x 1 1’}=!I
1" x 3/4* 2% x 1" 4" x 3"
1%"x1" 2" x 3/4” 4" x 2 %"
1 1/:": 3,’4!! 2I!x 1/2" 4”! 2!1’

1%"x %" 3"x 2 %" 4"x 1%"




Pipe Bending Die

Material : Pig Iron/Malleable
Finish

: Blue/Red Colour

U-383

‘U’ Bolt

Material : Steel
Finish : Electro Galv.

U-386

Thread

Size 114713147 |17 |1 1747|177 | 27|27 3

4"

EMT Fitting$

Channels
Sizes are available

Solid 4" x 27
Perforated : 4" x 2"
Solid 4" x 4"
Perforated : 2" x 2"

Length are available in

1 Meter

2 Meter

3 Meter

Finish :- Pre Galvanised

Material : Pre Galvanised Steel

Available In Various Sizes

Steel

U-384

Deep Drawn Box

Threaded Rod

Material : Steel
Finish : Hot Dipp. Galv.,
Electro Galv.
Length are available in
1 Meter
2 Meter
3 Meter

U-387

Thread 1..( "

Size

1/4” | 5/16” | 3/8”

114" | 3116"| 3/8” [1/2"




Brass Electrical

Wiring Accessories

Adoptor with Nut

Material - Brass

|size |47 x3@” | 17x1” [ 114 x114 [ 1w x1w | 22x2 |

Male Bush

Material - Brass
Available in Long & Short size

20mm 25mm 32mm 38mm | 50mm

3][4'1 1:! 1 1’4): 1 1/1)) 2))

Size

U-602

Couplings

Material - Brass
Available in Round & Hex Shape

Thread Size | 5/8”/ 3/4”

Length Size | 50/60/70mm

Al - A2 Cable Glands

Material - Brass Sizes are in MM

L| 16 20 25 32 40 50 | 63 75
S| 16 20 25 32 40 | 50 | 63 75

Size

CW Cable Glands (3 Parts)

Material - Brass Sizes are in MM
16 20 25 32 40 50 63 75
S 16 20 25 32 40 50 63 75

Size




Brass Electrical

Wiring Accessories

BW Cable Glands (3 Parts)

Material - Brass

Sizes are in MM

L| 16 20 25 32 40 50 | 63 75
S| 16 20 25 32 40 50 | 63 75

Size

Split Bolts
Material - Brass
Sizes are in MM

’Size| 6 l1€l[16|20]25| 35|50 I?DIBS |120|185|240|3ﬂﬂ|

Earthing & Lightning Protection System




Copper Wiring Accessories

CRIMPING TYPE COPPER TUBLER IN - LINE CONNECTORS (LINKS)

MATERIAL : E - COPPER
FINISH : ELECTRO TINNED

Long Barrel Connectors Short Barrel Connectors
Cable Dimensions Product Cable Dimensions Product
Mm® A C J Code Mm* A e d Code
1.5 1.8 3.7 22 U-777 1.5 1.8 3.7 12 U-710
25 2.4 4 22 U-778 2.5 2.4 4 15 U-711
4 3.1 4.8 22 U-779 4 31 4.8 15 U-712
6 3.8 55 22 U-780 6 3.8 TR, 15 U-713
10 4.5 6.2 22 U-781 10 4.5 6.2 20 U-714
16 54 7.1 44 U-782 16 5.4 7.1 20 U-715
20 6.3 7.7 44 U-783 20 6.3 7.7 22 U-716
25 6.8 8.8 47 U-784 25 6.8 8.8 32 U-717
35 8.2 106 47 U-785 35 8.2 106 36 U-718
50 9.5 12.4 47 U-786 50 9.5 124 40 U-719
70 11.2 14.7 | 50 U-787 70 11.2 147 45 U-720
95 125 | 174 | 54 U-788 95 135 | 174 | 45 U-721
120 15 195 65 U-789 120 15 194 45 U-722
150 16.5 | 21.2 | 65 U-790 150 165 | 21.2 | 55 U-723
185 185 | 235 | 65 U-791 185 185 | 235 | 60 U-724
240 21 26,5 89 U-792 240 21 265 80 U-725
300 235 | 30 89 U-793 300 235 | 30 85 U-726
400 285 | 365 | 90 U-794 400 285 | 36,5 | 85 U-727
500 30 39 115 U-795 500 30 39 100 U-728
550 317 | 415 | 115 | U-796 550 317 415 110  U-729
630 35 45 115 U-797 630 35 45 110 U-730
800 39 506 230 U-798 800 39 506 150 U-731
1000 43 56.2 230 U-799 1000 43 56.2 170 U-732

Note : All dimensions in mm Note : All dimensions in mm

SPECIAL CABLE TERMINAL ENDS

We have specially developed these terminals
for supply to leading manufacturers of Panel
Builders, Distribution Boards, Transformers,
Railways, Power Stations, efc. “UMA” has

all the expertise nedded in developing &
manufacturing special types of terminal ends
as per customers design & specifications.




Copper Wiring Accessories

SOLDERING TYPE COPPER WEAK BACK FERRULES
MATERIAL : E - COPPER + FINISH : ELECTRO TINNED

Cable Dimensions Prod

Mm? A C G J T P W Code
6 3 4.6 2 20 0.8 3 - U-750
10 4.4 6 2 25 0.8 4 - U-751
16 55 7.5 2 25 1 5 1.5 U-752
25 7 9 2 30 1 7 1.5 U-753
35 8 10.4 2 35 1.2 8 1.5 U-754
50 9.5 11.9 2 40 1.2 9 1.5 U-755
70 12 14.8 3 45 1.4 12 3 U-756
95 13.5 16.3 3 50 1.4 13 3 U-757
120 15.5 18.7 4 55 1.6 15 3 U-758
150 17 20.6 4 60 1.8 16 3 U-759
185 18.5 22.9 4 65 2.2 18 5 U-760
225 205 249 5 75 2.2 20 5 U-761
240 22 26.4 5 80 2.2 21 5 U-762
300 24 29.6 5 85 2.8 23 5 U-763
400 28.5 34.7 7 95 31 29 5 U-764
500 305 375 7 105 3.5 30 5 U-765

COPPER / TINNED COPPER ‘C’ TYPE CONNECTORS
MATERIAL : E - COPPER  FINISH : COPPER / ELECTRO TINNED T

Cable Dimensions Prod.

mm?® A B C Code

C6-C8 9 9,8 6,4 U-766
C10-C10 12 12,6 8,4 U-767
C16-C16 17 19,4 12,0 U-768
C25-C25 17 21,4 13,0 U-769
C35-C35 21 26,6 15,6 U-770
C50 - C50 26 38,0 21,0 U-771
C70-C70 28 34,0 21,0 U-772
C95-C95 29 41,0 26,0 U-773

C120-C120 30 45,0 28,0 U-774
C150 - C150 30 48,0 28,0 U-775
C185-C185 32 52,0 32,0 U-776




Copper Wiring Accessories

CRIMPING TYPE COPPER TUBLER CABLE TERMINAL ENDS

MATERIAL : E- COPPER
FINISH : ELECTRO TINNED

Cable Stud Dimensions Product
Mm2 Hole E A C D G H B J Code
1.5 4.2 1.8 3.7 8 4 5 6 17 Uu1s-4
5.2 1.8 3.7 8 4 5 6 17 U15-5
6.5 1.8 3.7 10 4 6 6 18 Uu15-6
25 4.2 24 4 8 4 5 8 19 uz25-4
5.2 24 4 8 4 5 8 19 u25-5
6.5 24 4 10 5 6 8 21 uz25-6
8.4 24 4.2 12 6 9 8 26 uz25-8
4 4.2 34 48 10 5 6 8 21 Uu4-4
5.2 31 48 10 5 6 8 21 u4-5
6.5 31 4.8 10 5 6 8 21 U4-6
8.4 31 5.0 12 6 9 8 21 Uu4-8
6 5.2 3.8 5.5 10 5 6 10 24 U6-5
6.5 3.8 5.5 10 5 6 10 24 UG-6
8.4 3.8 5.5 12 6 9 10 28 U6-8
10.5 3.8 6.0 15 8 1 10 32 ue6-10
10 6.5 45 6.2 1" 6 7 10 26 uU10-6
8.4 4.5 6.2 12 6 9 10 28 u10-8
10.5 4.5 7.0 15 8 11 11 33 u10-10
16 6.5 54 | 12 7 7 12 30 U1i6-6
8.4 54 s | 12 7 7 12 30 uU1i6-8
10.5 54 7.8 15 8 12| 12 36 U16-10
13 54 7.8 17 1" 13| 12 39 Ui16-12
20 84 6 T 12 7 T 12 32 U20-8
25 6.5 6.8 8.8 13 7 7 12 30 uz25-6
8.4 6.8 8.8 13 7 7 12 30 u25-8
10.5 6.8 8.8 15 10 11 13 38 u25-10
13 6.8 9.5 17 10 12| 156 41 uU25-12
35 6.5 8.2 10.6 16 9 9 13.5 | 37 U35-6
8.4 8.2 10.6 16 9 9 135 | 37 U3s-8
10.5 8.2 10.6 16 9 9 13.5| 37 U35-10
13 8.2 10.6 18 100 12| 135 | 41 U3s5-12
17 8.2 10.6 22 14| 18| 135 | 51 U35-16
50 8.4 9.5 12.4 18 9 10| 17 42 us0-8
10.5 95 12.4 18 9 10| AF 42 U50-10
13 9.5 12.4 20 10 12| 17 45 us0-12
17 95 12.4 22 15| 15| 18 54 U50-16
70 8.4 1.2 14.6 21 1" 1 18.5 47 u70-8
10.5 1.2 14.6 21 11 11 185 47 u7o-10
13 1.2 14.6 21 i 1 N £ 18.5 | 47 uro-12
14.5 1.2 14.6 22 14| 15| 185 | 585 u7o-14
17 1.2 14.6 26 14| 16| 185 | 56 U70-16
95 10.5 135 17.4 25 12| 13| 21 53 u95-10
13 13.5 17.4 25 12 a3 24 53 uvo-12
14.5 13.5 17.4 25 14| 15| 22 556 uvo-14
17 135 17.4 25 14| 16| 22 56 u70-16



Copper Alloy Clanips

Copper alloy clamps are made from copper alloy body which gives strong resistance to corrosion
following are the range of clamps we offer :-

Clamp - A type
Suitable for Rod
dia. 12 mm

1)
S B, .

Rod to Tape Clamp - B type

PROD. CODE : UAC - 1

Size Max Cond. Size Prod. Code
5/8" 26x12 U-910
? 5/8" 40 x 12 U-911
. 5/8” 51 x12 U-912
Rod to Cable Clamp - C type Size Max Cond. Size  Prod. Code
3/87/9.5 35 mm® U-913
TN 5/8"116  50mm’ U-914
b A ) 5/8"/16 70mm’ U-915
rl—\__J EH 3/4"120 95 mm’® U-916
Rod to Cable Lug Clamp - C type
Rod Dia Rod Type Prod. Code

3/8"9.5 Copper Bond U-917
5/8"/16 Solid Copper U-918

f—\ 1
J : r m»-- 5/8"116 Copper Bond U-919
o 3/4"20  Solid Copper U -920

— 3/4"120 Copper Bond U -921
Brass Cable Clip 3
17
Used for connecting . N : 1) =
13 mm Rod to a cable 0“) - ! 2Ll
range of 6 - 16mm’ ,#"‘\’_/:3
U Bolt - Rod Clamp &
Th a 3{‘ Nominal Hole Prod.
BEe g0 macs — Rod Dia.  Centres mm Code
from Copper = ;
: 5/8 37 U-923
with Gunmetal plate. ;
: 3/4 37 U-924
They can be supplied 1 37 U-925

for all rods from 5/8" to 1" and Copper Tape



Copper Alloy Clantps

U Bolt - Rod to Cable Clamp Nominal Conductor Prod.
Rod Dia Range Code
These are used for Inch mm mm’

Connecting Rod to

Cable. Available with 5:’8: 16 16 - 95 U-926
different Rod & Cable size 3/4' 20 16 -70 U-927
1" 16 70-185 U-928

5/8' 20 70-150 U-929

Tower Bond Clamp Cond. Size Channel Bolt Conductor  Prod.
Mm2 Thikness Size  material Code

Mtl - Brass / Gunmetal Min. Max. mm

These are suitable for
bonding copper cable
or wire to steel structures

16 70 10 M 10  Copper U -930
70 | 120 10 M12  Copper U-931
25 50 10 M10  Copper U-932
25 50 10 M 10  Aluminium U-933

Bonds

BBk M T Bolt Conduct Prod
ax. Tape o) onductor rod.

Ml - Gunmetal Widthmm | Size Material  Code

These are used for

bonding Tape of 26 M 10 Copper U-934

steel structures. 26 M 10 Aluminium U -935

Rain Water Pipe Bond

Max. Tape Bolt Conductor Prod.
Mtl - Gunmetal

Width mm Size Material Code

These are Suitable
for bonding tape to
Rain Water Pipes,Handrails etc.

26 M 10 Copper U-936
26 M10  Aluminium U -937




Conductors - Solid / Standed

Bare Solid Circular Conductor Conductor Dia.(D) Cross Section Prod.

Mm aera mm’ Code
glu téoaBssz-alags-a{scs;am e Copper 8 50.27 U - 951
Aluminium 8 50.27 U -952

Size Stranding Prod.

Bare Stranded Copper Conductors Mm? No / mm Code

Soft Drawn Cu Conductor to BS - 6360 s 10 E=itoa
16 7/11.07 U-954
25 7/2.14 U-955
35 71252 U-956
50 19/1.78 U-957
70 19/2.14 U-958
95 19/2.52 U-959
120 37/ 2.03 U-960
150 37/ 2.25 U - 961
185 371252 U-962

Length mm Prod.Code
3000 U - 963

Conductor Guard

5 5 Overall Nominal size Prod
Flexible Copper Braid § Equiivalent Size mm mm® Code
High conductivity Copper By “) Bare Braid
Wire to BS - 4109 - C101 ) 15x 1.4 8.75 U - 964

\ 25x3.5 34.7 U - 965
Suitable for Earth Bonding. Tibned Besid
Also supplied as Standard Drilled & Pre-Cut Bonds. 25% 35 34.7 U - 966

Customer specific sizes & types of braid can be
manufactured on order



Bonds

Watermain Bond
Mtl - Gunmetal

These are used for bonding

copper tape to Watermain pipes.

Flexible Braid Bond
Mtl - Copper

Copper Flexible Braids are
used for bonding gates,
doors, fences etc.

Aerial Elevation Rod
Mtl - Electrolytic Copper

Air Rod Can be installed with
or without Multiple Point.

Multiple Point
Mti - Electrolytic Copper

Multiple Points is used with
Elavation rod.

Terminal Base
Mtl - Gunmetal / Brass

Used for supporting
Rod to Conductor. Four fixing
holes are providing on it.

Ridge Saddle
Mtl - Gunmetal / Brass
Used for supporting Lighting

Conductor Air Terminals on Ridges

on Ridges

Max. Tape
Width mm

26

Cross
Section
Area

Size
Mm

25x3.5 | 35 mm’
25x35 35mm’

Rod
Dia
y 4 15
y 15
15
" P
L P
{
j

Conductor

Material

Copper

Hole Hole

Size Centre

mm mm
11 200
11 400

Prod.
Code

U -900

Prod.
Code

U -901
U -902

Lightening Protection

Thread Length
Dia of Rod
5/8" 500
5/8" 1000
518" 2000

Rod

Dia. mm
16 - 5/8"
20 - 3147

Prod.
Code

U-903
U - 904
U -905

Prod.
Code
U - 906
U -907

PROD. CODE : U - 908

PROD. CODE : U - 909



Lightening Protection

Aerial Rod + Multiple points+Terminal Base Aerial Rod + Terminal Base

L e i

. 5 4‘.
PROD.CODE : ULA - 154 L. 4
Side Mounting Rod sl e
Bracket W S :
Un 10 U-40
Mtl : Brass / Gunmetal P ?\:J 16 U-41
Above bracket provides a 75mm J J D 20 U-42
projection from the face of a wall. :
Mfgd. Either in Gunmetal or Brass.
Light Duty Saddle Thread Max. Cond. Prod.
Mtl : Brass / Gunmetal e L L Lope
10 25 U-43
Used for supporting lighting 16 95 uU-44
conductor Air Terminals 20 25 U-45
Flat Saddle Thread Max. Cond. Prod.
Mtl : Brass / Gunmetal Dia mm Width mm Code
Used for supporting lightning 10 25 U-46
Conductor Air Terminals. \/'\/ 16 25 U-47
20 25 U-48
Flat Saddle - A
Mitl : Brass / Gunmetal Rod Rod Thread Prod.
Used for supporting taper pointed Length Dia Dia Code
or blunt air rods on flate surfaces. 50 mm 15 mm 5/8" U -49
Recommended fixing :- Countersunk 70 mm 15 mm 5/8" U-50
woodscrew 11/2" x no. 10 & wall plug. . 95 mm 15 mm 5/8" U - 51
Rod to Tape Coupling - AirRod Thread  Rod Prod.
Mtl : Brass / Gunmetal Dia mm Dia. mm Material Code
Used to secure elevation rod by 15 16 Copper U-52
means of a bolted connection &2
15 16 Aluminium U-53




Lightening Protection

fape Clip of Conductor  Prod.
Mti : Brass S < Sizemm  Code
These are used with __ 20x3 U-60
Bare Copper Tape. 25x 3 U-61
50 x 6 U-62
DC Tape Clip
Conductor Prod.
Mtl : Naval Brass / Gunmetal : Size mm Code
These are used with : 25x 3 U-63
Bare Copper Tape Conductor. 25x6 U-64
40x 6 U-65
50 x 6 U-66
Square Tape Clamp Size Prod.Code
These are suitable for Four Way § ] 25x3 U-67
Connection of Copper Tape i 25x4 U-68
Mtl : Brass / Gunmetal ‘gg i 2 H y ?g
Glazing Bar Holdfast
Mtl : Gunmetal Max. Glazing Prod.
5 Bar width mm Code
These are secured to Glazing Bar, 12 U-T71
steel frame,Gridles etc. The ltem is
designed for use withappropriate
size of metalic or non-metallic
conductor fixing.
Universal Cable Connector r Conducto Prod.
£ Q Size mm Code
Mtl : Gunmetal . / 70 U-72
These are used for connecting N Y 95 u-73
Cable Conductors 120 U-74

Back Plate Holdfast Stem

Mtl : Gunmetal

For ues with approprite DC Tape Clip.
It is used when the installation requires =
the tape to be secured 75 mm away from \__/

the face of the buildini

Prod. Code : U-75



Oblong Test Clamp
Mtl : Gunmetal / Brass

These are used with Bare
Copper Tape Conductor

Test Bond / Test Clamp
Mtl : Gunmetal / Brass

These are used for 4 way
Copper Tape Connection.

Cable to Tape Junction Clamp

Mtl : Gunmetal / Brass

These are used for Connecting
Copper Tape to Cable

Screwdown Test Clamp
Mtl : Gunmetal / Brass

These are used for fixing
2 Way Copper Tape

Tee Clamp
Mtl : Copper / Brass

These are used for forming and
bonding Tee joint for conductor.

Jointing Clamp
Mtl : Copper / Brass

These are used for
forming straight
through joints

One Hole Cable Clip
Mitl : Copper

These are recommended
to fix cable conucctors

Lightening Protection

Conductor

Size mm

25x3
40x 6
50x6

Conductor
Size mm

26 x12

ape Size  Cable
mm x mm Size mm2

Conductor
Size mm

25x3

Conductor
Dia. mm

8 Cu
8 Al

Conductor
Dia. mm

8 Cu
8 Al

Conductor
Size. mm

8
12
16
20

Prod.
Code
U-80
U-81
U-82

Prod.
Code

U-83

Prod.
Code

Prod.
Code

U-85

Prod.
Code

U-86
U-87

Prod.
Code

U-88
U-89

Prod.
Code

U-90
U-91
U-92
U-93




Lightening Protection

Application Prod. Code
Bi-Metallic Connector 8mm Dia Al L=
To 8mm Dia. Cu

Mt : Copper / Aluminium 8mm Dia. Al U-95
These are used for joining ;g ?(SSXA:? %u teape U-96
Aluminium & Copper circular conductors, To 20 x3 C pT
particularly when Copper is used as 22 > 3):3“ TaL;; eape TR
Earthing in Aluminium lighting protection sytems. To 25 x 3 CuTape
Heavy Duty Cast Cable saddle
Mtl : Copper / Brass Conductor Prod.

: Dia mm Code
These are used with 8mm 8 U-98
conductor or for supporting Air Terminals .
when used in conjuction with wall mounted Air terminal base. 10 U-99
Cast Ground Plate or Earth Plate Cond. Hole Prod.

Size Code

These Plates when used in concrete structures
offer convenient ground system connection points. 120 2 Hole U-100
They are used where reinforcing bars are electrically 120 4 Hole u-101
continous & are to be used as down conductors. 240 4 Hole u-102
These earth points allow easy access for the lightning 240 4 Hole U-103

protection & earthing system.




Copper Bonded Grounding Rod

Copper bounded earth rod are made from low carbon steel of grade BS 970 or AlSI 1018
with a high tensile strength of atleast 600 N/ mm *.Low carbon steel core are molecularly
bonded with 99.9% pure electrolytic copper.

Salient Features :
= Perfectly bonded rod will last longer,drive easier and will not crack.
# Corrosion resistsnce while providing the lowest resistance to ground.
% Threads are rolled by roll threding process, which ensures that an even copper covering is
maintained, even at the root of the thread. Roll thread gives greater strength than cut thread.
2 Thread rolling process raises the surface of the rod, so that thread dia. (T) is greater than
Shank dia. (U).As in figure:-

=

DIMENSION ACTUAL  THREAD PROD.
ROD SIZE RODDIA  DIA CODE
(DIA x LENGTH "y ug®
9.5 x 1200 (UN-THREADED) 9.5 3
U - 260
9.5 x 1800 (UN-THREADED) 9.5 -
U - 261
14 x 1200 12 14 U - 262
14 x 1500 12 14 U - 263
. 14x1800 12 14 U - 264
+—RodDia.'U" 444 2000 12 14 U - 265
14 x 2400 12 14 U - 266
5/8" x 4 or 16 mm x 1200 14.2 5/8" U - 267
5/8” x 5" or 16 mm x 1500 14.2 5/8" U - 268
5/8” x 6’ or 16 mm x 1800 14.2 5/8" U - 269
5/8" x 8 or 16 mm x 2400 14.2 5/8" U - 270
5/8” x 10" or 16 mm x 3000 14.2 5/8” U-271
<+—Rod Dia. ‘E’ 5/8” x 4’ or 16 mm x 1200 16 5/8" U-272
5/8" x 5 or 16 mm x 1500 16 5/8" U273

Above Rod can also be made as per customer specification

B Earth Rod Accessorics

Driving Stud SIZE PROD.CODE
Material : High Tensile Steel \ 14 mm U - 280

X 5/8"or16 mm U - 281
These are used to drive the 3/M4"or19mm U-282

Earth Road to the Ground.

Coupler

Material : Copper Alloy
Couplers are made from copper alloy &
counter bored to completely enclose
threads, them fromdamage and corrosion.

SIZE PROD.CODE

14 mm U-284
5/8 or16 mm U-285
3/4"or 19 mm U -286




PV C Coated Galvanised

Flexible Conduit

Standard :As per BS 731 Part |
Properties :High degree of safety
Colour :Black (Grey on request)
Operating Temprature :-15°cto+80°c

Conduit size  Size  Std.Packing Prod.Code Construction : Helically wound,galvanised steel
(Mm) 1.Dx0.D in Mts. No. core With enhanced low acid

16 13317 30 UFI- 16 PVC covering.

20 17 x 21 30 UFI- 20 Features : Highly flexible & largely

25 21x26 30 UFI- 25 Resistance to Oil,acid

32 28 x 33 30 UFI- 32 and sea water.

40 35 x40 30 UFI- 40 Packing . In spool

50 50 x 55 25 UFI- 50

Dark Flexible Steel Conduit System

—— - ) Material : Galvanised steel
Conduit size  Size  Std.Packing Prod.Code Properties : Strong protection for cable,
(Mm) IDxO.D  inMts. No. Compression and impact
12 12x 17 30 UF-12 ressistance
16 16 x 20 30 UF-16 Temperature Range : -50° ¢ to +350°c.
19 19 x 22 30 UF- 19 Features : Excellent crush & pull of
25 25x29 30 UF- 25 Characteristic, making it
32 32 x 36 30 UF- 32 idel for flexing,bending
35 38 x 42 30 UF- 38 And vibrating application.
50 50 x 66 25 UF - 50 Contraction : Highly flexible steel conduit

Offers good mechanical
protection, helically coiled,
Square locked type to BS
731 1952

Finish : Electro Galvanised

Liquid Tight Flexible PVC Coated Galvanised Conduit

Properties : Outstanding mechanical strength

OperatingTemp.Range : -25° c to +105° ¢

Contruction : A helically wound galvanised
steel core with external PVC
sheathing.

Conduit size Size Std.Packing

Prod.Code
(Mm) I.IDxO.D in Mts. No.
16 125x 17.8 30 UFLI- 16 Colour :Black (Grey on r'equest)
20 15.9 x 21.1 30 UFLI- 20 Features :Idea for application
25 21x26.4 30 UFLI- 25 where: Continual Flexing
32 26.7 x 33.1 25 UFLI- 32 and vibrations occur.
40 35.4x41.8 20 UFLI- 40



-Disconnecting Links

Earth Bars And
Disconnecting Links

All above products consists Type
of 50 x 6mm copper bar.
Disconnting link
Six way earth bar with

Six way earth bar with
Twin disconnecting links
Six way earth bar

Length Width

In mm
125
575

Single disconnecting link

650

520

in mm

90
90

90

90

Height Prod.
inmm Code
90 U-10
96 Uu-1
96 u-12
90 U-13

All Copper Earth Bars are manufactured from 50 x 6 High Conductivity Bar to BS to BS 2874.0Other sizes &
combination of Earth Bars / Disconnecting Links are manufactured as “SPECIAL ITEM"and on request.

Hard Drawn Copper Bar Conductor Size
High conductivity Copper Bar Size mm
to BS - 2874 - C101/C103 25x3
25x6
Supplied in max. Length of 3 mts. 38 x 6
Tinhed t 50 x 6
inned on reques £ 4
75x 6

Conductor Size
Bar Copper Tape (Xx Y)mm

High conductivity Cu Tape 20x1.5
BS - 1432 - C101/C103 25x1.5
25x3

25x4
25x6
40 x 4
40 x 6
50x3
50x 4
50x5

Prod.
Code
u-14
U-15
U-16
u-17
U-18
U-19

Prod.
Code
uU-20
U-21
u-22
uU-23
U-24
U-25
U-26
u-27
U-28
U-29

Conductors







